
 

STEPS TO INSTALL 

Professional installation is recommended 

 

1. Install bracket to ceiling, make sure it is 

installed properly and well secured. 

2. Connect electrical wires. Secure canopy 

by closing the bolts with screws on the 

bracket. 

3. Screw Glass tube to Lamp Holder 

4. Adjust heights by pushing the wire inside 

or press the lever at the top to release. 

 

Glofib46R 

 Glofib46R 

These Elegant Hand Blown Glass Bubbles create 
a very sophisticated atmosphere of floating 
bubbles. This modern design holds 22 blown 
glass pendants using 2 Layers Clear & Glass 
Fiber strands inside and 1 light bulb each. 

Description: 
Hand Blown Globes sizes:                            
D6.5" ; D5” ; D4”  
Standard Adjustable strands 
Custom G4 Lamp Holders  
46 * 1.5 watt (G4) Led bulbs. 

Canopy: 
Brushed Nickel finish or White 
Dimensions: L64" W20” H2”   
Wire: OAH H156" Custom up to 360” 

Hang weight: 98lbs 

Some assembly required; Individual Glass Globe 
and Bulbs must be inserted in Lamp Holders. 
 
Hardwired; professional installation 
recommended.  
CSA and UL Standards  

For additional information please contact  

 

 

www.premiereltg.com 

 


